~envirofluid. CPC500

SAFER, CLEANER, GREENER Technical Data ShQEt

CORROSION SOLUTIONS

Date of Preparation: December 23, 2025

S2S CPC500 is a corrosion preventive compound formulated for the protection of metal components exposed
to harsh marine and industrial environments. It deposits a soft, non-hardening protective film that displaces
moisture and provides long-term corrosion protection during storage, shipment, and in-service use.

CPC500 is listed on the Qualified Products List (QPL) under MIL-PRF-16173E with Amendment 2, Class 2,
Grades Il and Ill, and is approved for use on U.S. Navy and allied defense assets. The product is also specified
in allied naval maintenance standards for corrosion protection of marine equipment and systems.

FEATURES

e Qualified under MIL-PRF-16173E (w/ Amendment 2) e Self-healing film resists cracking and peeling
e (QPL-listed, Class 2, Grades Il and Il e Provides dielectric protection to help reduce
e Soft, non-hardening corrosion-inhibiting film galvanic interaction

e Displaces moisture and oxygen from metal surfaces e No curing time required

e Provides long-term corrosion protection e Suitable for ferrous and nonferrous metals
USES

e Shipboard machinery and equipment ¢ Weapons systems and support equipment e Structural steel and
fasteners ¢ Internal compartments and void spaces ® Mechanical assemblies and components ¢ Storage,
layup ¢ Preservation of defense assets

APPLICATION

Stir or mix product prior to use.

1. Apply by brush, spray, dip, or float-coat method. Minimal surface preparation is required; remove loose
dirt, debris, and heavy contamination prior to application.

2. Apply evenly to ensure complete coverage of the surface. CPC500 forms a continuous protective film and
requires no curing time.

3. Inspect periodically and reapply as required based on service conditions, exposure, and maintenance
schedules.

REMOVAL

The protective film does not typically need to be removed. If removal is required, clean the surface using an
approved solvent or alkaline cleaner in accordance with applicable maintenance procedures.
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STORAGE

Store in closed containers in a cool, well-ventilated area. Protect from excessive heat and ignition sources.
Shelf life: Refer to manufacturer documentation.

TECHNICAL CHARACTERISTICS TYPICAL CHARACTERISTICS — NOT SPECIFICATIONS

e Film type: Soft, non-hardening corrosion-inhibiting film

e Film behavior: Self-healing; persistent

e Corrosion protection mechanism: Moisture displacement and barrier protection

e Dielectric behavior: Provides dielectric protection to help reduce galvanic interaction
e Cure time: None

ORDERING INFORMATION

S2S CPC500 is listed on the Qualified Products List (QPL) under MIL-PRF-16173E, Class 2, Grades |l and Ill and is
available through standard government procurement channels.

The product is assigned the following National Stock Numbers (NSNs) for common package sizes:
e 8030-01-347-0971 — 20 L pail
e 8030-01-396-5734 — 200 L drum

CPC500 may also be purchased directly from Valkyrie Enterprises or through authorized distributors. NSNs are
provided for convenience and are not the only ordering method.
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